
Chicago Pneumatic CP894 1 Impact
Wrenches 136-1627NM

Smooth operation & Robust. Ideal tool for General
Maintenance operations. Clutch delivers smooth operation
and great durability. Side handle provides additional
comfort.Range: 100 - 1200 ft.lbs 136 - 1627 Nm

Specifications Details

Length Metric: 298 mm Imperial: 11.75"

Free Speed 4100 rpm

Min. Hose Size Metric: 13 mm Imperial: 1/2"

Product Number T024743

Brand Chicago Pneumatic

Average air consumption Metric: 5.3 l/s Imperial: 11.25 cfm

Actual air consumption Metric: 21.2 l/s Imperial: 45 cfm

Sound pressure 100 db(A)

Sound Power 111 db(A)

Air inlet thread size 1/2"

Power/weight ratio Metric: 203.3 Nm/kg Imperial: 68 ft.lb/lb

Model Number CP894

Net weight Metric: 11.34 kg Imperial: 25 lb

Vibration 8.3 m/sÂ²

Square Drive 1"

Vibration uncertainty (K) 2.7 m/sÂ²

Maximum Torque (reverse) Metric: 2305 Nm Imperial: 1700 ft.lbs

Range Imperial 100 - 1200 ft.lbs
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