
Chicago Pneumatic CP7300R 1/4 Drills

Reversible, Compact & Comfort. Ideal for efficient general
maintenance drilling in confined areas. Good precision to
allow for very slow start-up and control throughout the
drilling process. Excellent for drilling, honing, reaming,
and hole sawing.

Specifications Details

Vibration <2.5 m/s²

Sound pressure 87 db(A)

Actual air consumption Metric: 8 l/s 464 l/mn Imperial: 16.4 cfm

Min. Hose Size Metric: 10 mm Imperial: 3/8"

Model Number CP7300R

Product Number 8941073001

Brand Chicago Pneumatic

Power Metric: 200 W Imperial: 0.27 hp

Stall torque Metric: 3 Nm Imperial: 2.2 ft.lbs

Collet / spindle size 3/8-24

Vibration uncertainty (K) - m/s²

Net weight Metric: 0.61 kg Imperial: 1.4 lb

Sound Power 98 db(A)

Air inlet thread size 1/4"

Free speed air consumption Metric: 8.9 l/s Imperial: 18.8559322033898 cfm

Free Speed 2700 rpm

Chuck capacity Metric: 6 mm Imperial: 1/4"



Specifications Details

Length Metric: 127 mm Imperial: 5"

Average air consumption Metric: 1.9 l/s 116 l/mn Imperial: 4.1 cfm


