
Chicago Pneumatic CP3850-77AB 7 Rotary
sanders
Superlative performance & ergonomics. Industrial angle
sander. Highest durability in demanding applications with
up to 2,000 hours maintenance intervals. Superior torque
for maximal productivity. Superior ergonomics.

Specifications Details

Min. Hose Size Metric: 10 mm Imperial: 5/8"

Height over spindle Metric: 107 mm Imperial: 4.25"

Power Metric: 2100 W Imperial: 2.8 hp

Free speed air consumption Metric: 16 l/s Imperial: 33 cfm

Air inlet thread size 1/2"

Free Speed 7700 rpm

Product Number 6151704990

Brand Chicago Pneumatic

Length Metric: 180 mm Imperial: 13.38"

Model Number CP3850-77AB

Average air consumption Imperial: 2.6 cfm

Actual air consumption Metric: 32 l/s Imperial: 69 cfm

Sound pressure 84 db(A)

Sound Power 95 db(A)

Vibration 3.6 m/sÂ²

Vibration uncertainty (K) 0.8 m/sÂ²

Net weight Metric: 2.3 kg Imperial: 4.1 lb

Sound uncertainty 3 db(A)

Pad diameter Metric: 180 mm Imperial:



Specifications Details

Vibration ISO ISO-28927-3

Spindle thread 5/8-11


